APPA 901V SERIES MULTIMETERS

FEATURES: APPA 971V APPA 98IV APPA 991V NEW NEW
gigi::al d';sglay = : 6000 count 6000 count 6000 count ALL NEW
nalog bargrap| isplay 62 segments 62 segments 62 segments
Autometic AC/DG voiiag i fow impedancel : : : AUTOMATICALLY VOLTAGE NEW SLIM DESIGN APPA 97IV APPA 991V
Automatic AC/DC voltage detector with low impedance(Auto-V LoZ) b b L . .
True RMS measuring AC only AC+DC AC+DC -
ggﬁ%%igﬁ%:ﬂ::ﬁ:ﬁi A 0 0 DETECT WITH LOW IMPEDANCE Ergonomically designed slim 6,000 count digital and 62 6,000 count digital and 62
= APPA 90 Series IV Multimeter
\l::eltsueeenl:; ‘(::::teerContact Voltage) N:A : : Wlth Automatica”y Vo|tage detect, designed Oper?.teh nol anf uttons. Large Wh|tel LED baCk"ght d|Sp|ay Large Wh|te LED baCk"ght
Capacitance measurement . . D to make electrical measurement easier and Just fit the palm or your Rapld ZeI'OIng on AC V/A mode dISplay
Audible continuity and Diode test L4 L4 L hand and o r needS . - . .
[Automatic power shut off - e N : safer with extra reliability. you : High Accuracy/Stability of Rapid Zeroing on AC V/A mode
WaterDust Resistant oo . . . Resistance measuring High Accuracy/Stability of
Shock proof from 4 feet drops hd hd Ld . .
[Standard full-siceve safety test ieads . . . Separate AC, DC Voltage mode Resistance measuring
SPECIFICATIONS:(All a1 237C=57C. = 60% R.H.) 8005V, 6,000V, 86.00V, 30,6V, | S0-00rV, 8000V, 5005V, 50.05mV, 500 0mV, 8000V, for high accurate measuring Separate AC, DC Voltage mode
pev: Ranges_ 1000V 60.00V. 600.0V, 1000V 60.00V, 600.0V, 1000V —— , .
o AT e S . o a3 w0 True RMS measurements on for high accurate measuring
[ Guenioad Protection: 1000V rms : : : T e L ACV/ACA True RMS measurements on
ACV: Ranges - 600.0mV, 6.000V, 60.00V, 600.0V, | 600.0mV, 6.000V, 60.00V, 600.0V, 600.0mV, 60.00mV, 6.000V, .
i 1000V 1000V 80.00V. 600.0V, 1000V LoZ for prevent false reading ACVIACA
I?';Iasl:?IrAn:cgc;’:t:zet10M?O”0<01\?Op': +(1.0%+3d) a: 50Hz~500Hz +(1.0%+5d) E.ll 45Hz~1KHz +(0.8%+5d) a.l 45Hz~1KHz < from ghost voltage AC+DC function
v ——comementuee o T Aggpe T et - Auto Ranging LoZ for prevent false reading
Resolution 0.1V 0.1V 0.1V 3 B b 0, _ e
::as.jflﬁcc:;::‘ée-:ﬂ(g =(1.0%+5d) at 50Hz~500Hz =(1.0%+3d) st 45Hz~TKHz +(0.6%+3) at 45Hz~1KHz TRUE AMS /1N 02 A) DCV accuracy TRUE ﬂlf LI\ from ghOSt VOltage
Overioad Protection: 1000V s : : : e o Min/Max function . VoltSeek™ for non-contact
AC+DC V: Ranges 6.000V, 60.00V, 600.0V, 1000V 6.000V, 60.00V, 600.0V, 1000V
Resolution NA 0.001V 0.001V. H
e e — SexpED seess 1 AR Smart Hold voltage detection
S— Ee—:?.‘"—Ao A 6°'°‘:3“.X1 i‘é’jmv 5°'°°’(o“.X1 2‘2’)“’“” Auto Power Off (20 minutes) ) : Auto Ranging
asic Accuracy _ - p— =+ 2.5°./o+5 =+ 2°/o.+5 ‘ﬁ ??A gglU :fl:‘"‘.‘;‘_" 0
DCA: cn,‘a’:rgl::d Protection: 1000V 60.00mA, 600.0mA, 6.000A, 60.00mA, 600.0mA, 6.000A, 60.00mA, 600.0mA, 6.000A, FrequenCy Counter On ACV/ACA - 0.08 A) DCV accuracy
10.00A 10.00A 10.00A H
T Ash A i 11A/1000V & 400mA/1000V High Peak Hold (1ms)
o R;l:rgl::d Protection: 11A or 440mA SO0omA. ?g%gTA 5000A. 50-00mA- ?g%g:A 5-000A. 50-00mA- ?goog:A XL BEEergyCFUSGSt l d t l gﬂln/ﬂalj fll.(lantlon
Resolution 0.d1 mA 0.d1mA 0A0‘1mA a ery apaCI y m ICa |0n m ma 0
Basic Accuracy +(1.5%+3d) at 50Hz~500Hz +(1.5%+3d) at 45Hz~1KHz +(1.2%+3d) at 45Hz~1KHz .
g;icgfs(:oprlr‘:'t::;io": 1A or 440mA True.RMS Ag;‘ggA;:uc)eo%XS Ag-alggA'l.':uoeol?)hA/IS S MART AN D SAF E R DATA H 0 LD Segments AUtO POWGr Oﬁ (20 mlnuteS)
AC+DC A: Ranges - 3 - - 3 - . .
g::::“:i::::racy NA 1(2.5%+sd)1::/?;on~1 KHz £(2%+5d) ;T:onn KHz Intelllgent DeSIQned Data Hold feature warns user Shock prOOf from 4 feet drOpS Temperature Measurement
— Overioad Protection: 11A I — S—— : & n with beeper sound, blinking backlit display once the CAT IV 600V/ CATIII 1000V standard Frequency Counter on ACV/ACA
o NA oA ootmas - » Vi LCD reading was hold at an uncertain operation to 11A/1000V & 400mA/1000V
oHM: E‘a’ﬁgﬂ:;:d Frotestion: 440mA 800.00-40.00M0 soo.oo~:tg.oomo 600.00-—.43.00MQ . o ) TRUE RMS L’F‘,':l avoid accident activation of data hold. NEW ngh Energy Fuses
esolution 0.1 0.1 0.1
i Rt 800 s T T G > mA cCoMm BATTERY EASY TO REPLACE APPA 98IV Battery Capacity indication in
5 +(1.0%+5: +(1.5%+5: +(1.5%+5:
Continuity Besper e 000 me =306 KTz one buzzer 506, KTz one buzzer 506 3R tone buzzer A\ Unscrew only one screw to remove battery door for segments
Frecuency Counter: Ranges 00001256 GoRTiz 00 Gor 2= 100 00Kz 0G0t 2= 150 GoKz s M 5 battery replacement, designed for user’s convenience 6,000 count digital and 62 segments analog display Shock proof from 4 feet drops
esf) ution - = 5 < Z . < Z . 2 r4 A 5 . . . . . .
B o s —soov v PR L Fusen without opening the bottom case. Large white LED backlight display Temperature Probe included
ACmﬁi\ A-CA >8mA ..>O.8A >6mA ..>O.6A >6mA.. >0.6A 'il‘E‘aH-: ) .
Capacitance: g:ﬁ;::d S ———— 1.000uF~10.00mF 1.000pF~10.00mF 1.000uF~10.00mF A P PA‘ gglv —— Rap|d Zeromg on AC VIA mOd-e . CAT IV G00VI CATII 1000V
Basi Acturscy e - T . High Accuracy/Stability of Resistance measuring standard
verload Protection: 1000V rms hd hd hd . .
Temperaiure: Bangae . . ~S0C-A00°C Separate AC, DC Voltage mode for high accurate measuring
Overioad Protection: 1660V rms ——— True RMS measurements on ACV/ACA
ga?nNﬁ:'AFli_a:te: atime"s/se"c . . L . L AC+DC funCtlon
—"—9—5::,;,:3;:::::;:;0? orror : : d LoZ for prevent false reading from ghost voltage
Operating Temperatare: -10°C50°C, =607 A : . : VoltSeek™ for non-contact voltage detection
Storage Temperature: - 20°C ~ 60°C hd hd hd .
Temperature Coefficient: 0.15(Spec. Acc)/°C, <18°C or>28°C hd hd hd AUtO Rangmg
Safety: IEC 6.1 010 and cjl@gned to meet UL61010 specifications CAT IV 600V/CAT Il 1000V CAT IV 600V/CAT Il 1000V CAT IV 600V/ CAT IIl 1000V
[Batiery Lifo: in hotre (No backii Alkaine batleryy o o 756 206 206 0.09% DCV accuracy
Size: 94mm(W) x 190mm (L) x 48 mm(H). with hoister . . D - Min/Max function
Weight: In grams (with holster) 460 460 460 . g I\
Included with instrument: E:itgli_:gadmst,' ;:‘%eé:;it\t/:rhoilrs]t;;ll\lnezgn:rtg; el . . (also including Temperature Probe) TRUEAMS 1N |

Mg Smart Hold
: ' Auto Power Off (20 minutes)
iy ————) Frequency Counter on ACV/ACA
AC+DC TRUE RMS NON CONTACT APPAGEIV 5% 11A/1000V & 400mA/1000V High Energy Fuses

VOLTAGE DETECTING Battery Capacity indication in segments

APPA TECHNOLOGY CORPORATION G) APPA 981V and 991V have AC+DC True RMS
9F, 119-1 Pao-Zong Rd., Shintien, Taipei, 231, TAIWAN reading on both Ampere and Voltage function APPA 981V and 991V have VoltSense™ feature Shock proof from 4 feet drops
Tel: +886-2-29178820 Fax: +886-2-29170848 for better accuracy of measurement. to detect live cable and outlet without contact also CAT IV 600V/ CATIII 1000V Safety standard

E-mail: info@appatech.com - http:/www.appatech.com find the cable alignment behind the wall as cable
ISO 9001 CERTIFIED finder
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